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Eastern Bay Stonetm 
  

Lakeshore

The Genest Eastern Bay Stone is a versatile 
paving stone. Not only was it designed to be 
used as a conventional paver, but it can also 
be used as a permeable paver for storm 
water management. Choose from 4 colors 
and use any of the four layering styles or 
use as a border stone to compliment our 
Antiqued Paver collection.

Laying Styles

60mm Mult i -Use  Paver

Installed usIng picp* specIfIcatIons  
eastern Bay Becomes a permeaBle pavIng stone

*Please contact the ICPI (icpi.org) or your sales representative for a copy of the PICP design manual and software.

General specifications meet or exceed ASTM C-936 
Compressive strength: 8,000 PSI minimum
Maximum water absorption: 5%
Equals or exceeds freeze-thaw resistance 
ADA Compliant

Eastern Bay Riverbed

Granite Blend Meadow RiverbedLakeshore

90° Herringbone Running Bond45° Herringbone

    • Width 43/4"  (120 mm)
            • Length 91/2" (240 mm) 

                    • Height 23/8"  (60 mm) 

 
 

Unit Dimensions: 

Basket Weave

• 128 sq. ft. per pallet
• 10 layers per pallet   
• 12.8 sq. ft. per layer
• 40 pieces per layer
• 3.125 pieces per sq. ft.
• 3,330 lbs per pallet

Packaging:

Colors samples utilize Katahdin Stone. Eastern Bay Stone is only one size.


